


  

  

  

Datasheet

Standard Sensor Options
- High accuracy GPS, DGPS, AGPS
- Temperature
- Pressure
- Humidity

- Mesh:  802.15.4 Zigbee
- WiFi:  802.11 b/g
- Cellular:  Quad-band GSM / GPRS / SMS

Communication Options

Batteries and Power
- High capacity rechargeable 
  lithium ion and NimH battery
  packs 
     

- Light / Dark
- Accelerometer (Tri-Axis)
- Inductive door status sensor

- Satellite:  Irridium satellite (simplex and duplex)

- External power in-feed (up to 40 
   volts with protection circuit)

Processor
- Fully integrated DSP Microprocessor
- Low-power sleep modes
- Capability for running multi-threaded algorithms (onboard FFT analysis)
- Data encryption capable (AES 128/256, 3DES, FIPS 140-2 Levels 1-3)

Other Features
- Power-boosted GPS
- Cellular triangulation 
- Over-the-air (OTA) diagnostics and software upgrades

Expansion Capabilities
- 8 GPIO (analog or digital)
- SPI and I  C expansion bus
- RS232 and USB remote terminal connections
- MMC memory slot (expand up to 8GB on-board memory)

Reporting Interval

  minute from indoor and outdoor locations  

Dimensions
- 9.25 in High x 10 in Wide x 6.24 in Deep

Environmental
- Operating:  - 40 to 60   C
- Compliant:  - 35 to 45   C  
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Features   

- User-con�gurable alarm and business rules to customize alerting 
  via Email and SMS

- Storage:  - 40 to 45   C  
- IP65 Compliant  o
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